TUBO LAPEADO INTERIOR H8

SKIVED AND ROLLER BURNISHED TUBE - HONED TUBE
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Duralcrom®

TUBO LAPEADO INTERIOR H8
SKIVED AND ROLLER BURNISHED TUBE — HONED TUBE

CARACTERISTICAS GENERALES / STANDARD PARAMETERS

MATERIAL BASE / STEEL GRADE

E355 +SR (EN 10305-1)
ST52 BK+S (DIN 2391)

TOLERANCIA (Int.) / TOLERANCE (ID) ISO H8
/ SKi I -
ACABADO SUPERFICIAL (Int.) Iézpse%dgz If]y/ved and roller burnished-Honed
SURFACE FINISH (ID) RL< 3.0 my.

RECTILINEIDAD /STRAIGHTNESS

0.50 / 1000 MM max.

EXCENTRICIDAD / EXCENTRICITY

+ 7.5% del espesor

CARACTERISTICAS MECANICAS / MECHANICAL PROPERTIES

LIMITE ELASTICO / Yield strenght

Min. 435 Rpo2 N/mm2

RESISTENCIA TRACCION

Tensile strenght

Min. 580 Rm N/mm2

ALARGAMIENTO / Elongation

10 AS % Min.

COMPOSICION QUIMICA |/ cHEMICAL COMPOSITION

C% S %

P % Si% | Mn %

Max. Max.
0.22 0.025

Max Max Max
0.025 0.55 1.60




